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MODEL NUMBER OUTLET PRESSURE (without Line Regulator)

526 2X0X 35-95 PSIG 2.4-6.5 BAR
526 3X0X 65-135 PSIG 4.5-9.3 BAR
526 4X0X 160-235 PSIG 11-16.2 BAR
526 5X0X 445-545 PSIG 30.7-37.6 BAR
526 7X0X 120-185 PSIG 9.0-12.8 BAR
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Figure 1 - System Configurations and Parts
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Things to consider before removing the system from the box….

MODEL NUMBER OUTLET PRESSURE (with Line Regulator)

526 XX1X 0-15 PSIG 0-1 BAR
526 XX2X 0-50 PSIG 0-3.5 BAR
526 XX3X 0-100 PSIG 0-7 BAR
526 XX4X 0-250 PSIG 0-17 BAR
526 XX7X 0-150 PSIG 0-10 BAR
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Relief Valve
(1⁄4" NPT Valve)

Figure 2 - Location of Relief Valve

Inlet Gauge:  Red Tab Indicates 
Pressure Switch Setpoint

MAX POWER 10W, 10VA

SWITCHING CURRENT - 0.5 AMPS

(NON-INDUCTIVE)
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Figure 3 - Installation Bracket
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Figure 4.  Teflon Tape Placement
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Installing the inlet connection:

Line Pressure Gauge

Inlet Gauge
Right Bank

InletInlet

Outlet

Inlet Gauge
Left Bank

Auxiliary
Inlet

Auxiliary
Inlet

Diaphragm Valve

Manifold Connector

Figure 5.  System Configuration for Installing the Inlet Connection

Figure 6.  Pigtail with Cylinder Connection

Connecting to a cylinder:
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Installing the outlet connection:

Pressurizing the system for the first time (non-manifold use):
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MODEL NUMBER OUTLET PRESSURE (without Line Regulator)

526 2X0X 35-95 PSIG 2.4-6.5 BAR
526 3X0X 65-135 PSIG 4.5-9.3 BAR
526 4X0X 160-235 PSIG 11-16.2 BAR
526 5X0X 445-545 PSIG 30.7-37.6 BAR
526 7X0X 120-185 PSIG 9.0-12.8 BAR

before

NOTE:  the system inlet and pigtail should be pressurized when checking for leaks.  
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and 

526 2XXX 95 PSIG
526 3XXX 135 PSIG
526 4XXX 235 PSIG
526 5XXX 545 PSIG
526 7XXX 185 PSIG
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Warranty Information

CONTROLS CORPORATION OF AMERICA SHALL NOT BE OTHERWISE LIABLE FOR ANY DAMAGES 
INCLUDING BUT NOT LIMITED TO: INCIDENTAL DAMAGES, CONSEQUENTIAL DAMAGES, OR 
SPECIAL DAMAGES, WHETHER SUCH DAMAGES RESULT FROM NEGLIGENCE, BREACH OF 
WARRANTY OR OTHERWISE.

THERE ARE NO EXPRESS OR IMPLIED WARRANTIES WHICH EXTEND BEYOND THE WARRANTIES 
HEREINABOVE SET FORTH. CONTROLS CORPORATION OF AMERICA MAKES NO WARRANTY 
OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE WITH RESPECT TO THE 
EQUIPMENT OR PARTS THEREOF.
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